
Type pendant lamp

Materials metal base, aluminium shade

Light source Malagola 27
COB LED 1x2W @210 mA / rated output 2W / energy class F / lumen 300 / K
2700 / CRI ≥80

EPREL registered light source, click here

Malagola 55
LED bulb E27 230V 1x7,5W with silver crown / energy class F / lumen 810 / K
2700 / CRI 82 / IGBT/Triac dimmable

EPREL registered light source, click here

Malagola 110
LED bulb E27 230V 3x7,5W with silver crown / energy class F / lumen 2430 / K
2700 / CRI 82 / IGBT/Triac dimmable

EPREL registered light source, click here

MALAGOLA DATASHEET

https://eprel.ec.europa.eu/qr/988073
https://eprel.ec.europa.eu/qr/1822447
https://eprel.ec.europa.eu/qr/1822447


Power supply Malagola 27
constant current driver 110-240V not dimmable

Malagola 55/110
110V (bulbs not supplied)-240V

Dimensions
Malagola 27
base Ø 9×3,5 cm
diffuser 27x13x11 cm
suspension cable 170 cm to be cut to size
—
Malagola 55
base Ø 8×2,5 cm
diffuser 55x30x25 cm
suspension cable 170 cm to be cut to size

Malagola 110
base Ø 9×5 cm
diffuser 110x45x45 cm
suspension cable 170 cm to be cut to size

Order code
Malagola 27

ML27LG gold
ML27LS silver
ML27LC copper

Order code
Malagola 55

ML55LG gold
ML55LS silver
ML55LC copper

Order code
Malagola 110

ML110LG gold
ML110LS silver
ML110LC copper
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